


 

            PARASAKTI CEMENT INDUSTRIES LIMITED  
                                                                                                                                                                                                                                                                                                                                                                       

Compliance Statement Environmental Clearance for Captive Limestone Mines for the 

period of October-2019 to March-2020. 

MOEF Environmental clearance letter No.J-11015/4/2002-IA II(M), dated 20.03.2003 

for Captive Limestone mine. 

A.  SPECIFIC CONDITIONS COMPLIANCE 

i. Top soil should be stacked properly with proper slope at 
earmarked site(s) with adequate measures and should be 
used for reclamation and rehabilitation of mined out area. 

Top soil being used for green belt development 

ii. Catch drains, and siltation ponds of appropriate size should 
be constructed to arrest silt and sediment flows from soil 
and mineral dumps. The drains should be regularly desilted 
and maintained properly. Garland drain (size, gradient and 
length) and sump capacity should be designed keeping 
50% safety margin over and above the peak sudden rain 
fall and maximum discharge in the area adjoining the mine 
site. Sump capacity should also provide adequate retention 
period to allow proper settling of silt material. 

 

Plantation should be taken up for soil stabilization along 
slopes of the dump. Sedimentation pits should be 
constructed at the corners of the garland drains. 

Water garlands and sump with adequate 

capacity are provided.  

 

 

 

 

 

 

Plantation is taken up.  

iii. Drills should be wet operated with dust extractors. Drills are being operated with wet drilling 

iv. Blasting operations should be carried out only during day 
time. Controlled blasting should be practiced. The mitigative 
measures for control of ground vibrations to arrest the fly 
rocks and boulders should be implemented.  

Blasting operations are being carried out only in 

day time. Sequential blasting machine and non-

electrical blasting is adopted for control of ground 

vibrations, fly rocks and boulders.  

v. A green belt of appropriate width should be raised by 
planning the native spices around the ML area and also 
along the roads in consultation with the local 
DFO/Agriculture department. The density of the trees 
should be around 2500 plant per hectare.The width of the 
peripheral green belt should be at least 50m. 

50 m width green belt developed on the west 

and southwest side of the M.L boundary and 

Dubai, Kanuga and Felt forms trees are planted 

with a density of the trees at 2500 per 

hectare and will be maintained. Further we 

have raised plantation around the mines office, 

along the haul road and wherever possible. We 

have installed drip irrigation facilities to the 

plantation. 

vi. The mining area should be cordoned off by a wall and 
necessary steps take to prevent out flow of OB to the river 
Krishna. 

There is no generation of overburden. 

vii. Metal road should be constructed from the quarry to the 
plant site. Vehicular emissions should be kept controlled 
and regularly monitored. 

Metal road constructed and maintained. The 

vehicular emissions are being monitored and are 

within the limits of the standards. 

viii. Regular monitoring of ground water level and quality should 
be carried out by establishing a net work of existing wells 
and constructing new peizometers. Monitoring should be 
done four times a year. In pre monsoon (April – May), 
monsoon(August), Post monsoon(November), and winter 
(January) seasons. Data thus collected should be regularly 
submitted to MOEF. Central ground water Board (CGWB), 
Southern region on a quarterly basis. 

Ground water level and water quality is being 

monitored and the data collected is being 

submitted to MOEF and Central Ground Water 

Board (CGWB), southern region on a quarterly 

basis. 

ix. Sewage treatment plant for treating residential and waste 
water from the industrial area should be provided.  

STP commissioned and in use. (Quality Data of 

the treated water annexure-1) 

x. Consent to operate should be obtained from SPCB before 
starting mining operations. 

Consent for operation obtained from APPCB. 



 

 

xi. The company should implement the revised eco 
development plan of Rs 40 lakhs prepared for the three 
villages of Jettipaalem, Mallavaram and Goli submitted to 
the ministry in a phased manner in consultation with the 
forest department, Government of Andhra Pradesh. 

As per the advice of Principal Conservator of 

Forests (WL), deposited Rs 24 Lakhs, for eco-

development, the break-up of which is as under:  

Rs.18.27 lakhs towards Afforestation Scheme,  

Rs.0.96 lakhs towards Fodder development, and  

Rs.4.77 lakhs towards SMC Works).   

 

An amount of Rs 15 lakhs deposited towards 

conservation measures of flora & fauna, the 

break-up of which is as under: 

Rs.4.1763 lakhs towards Preferential treatment,  

Rs.5.8380 lakhs towards Aided Natural 

Regeneration,  

Rs.2.0986 lakhs towards Pasture Plots, 

Rs.1.6030 lakhs towards SMC Works, Rs.0.8890 

lakhs towards Fire Protection Rs.0.4000 lakhs 

towards Saucer Pits 

xii. The company should implement afforestation measures in 
the degraded forest area in Tummarkota Reserve Forest 
for an estimated cost of Rs 18.27 lakhs in consultation with 
the Forest department, Government of Andhra Pradesh. 

xiii. Permission for the use of explosives should be obtained 
from the competent authority before starting mining 
operations. 

Permission/License obtained from the 

competent authorities for use of explosives.  

(Letter annexure-2) 

xiv. A detailed mine de-commissioning plan should be 
submitted to MOEF five years in advance of approval. 

Will be submitted. 

 

B. GENERAL CONDITIONS COMPLIANCE 

i. No change in mining technology and scope of working 
should be made without prior approval of the Ministry of 
Environment & Forests. 

No change in mining technology and scope of 

working.. 

ii. No change in the calendar plan including excavation, 
quantum of limestone, waste dumps should be made. 

No change.  

iii. Four ambient air quality monitoring stations should be 
establish in the core Zone as well as in the buffer zone for 
monitoring , RPM, SPM, NOx, SO2 and CO2. Location of 
the ambient air quality stations should be decided based 
on the meteorological data topographical features and 
environmentally  and ecologically sensitive targets and the 
frequency of monitoring should be under taken in 
consultation with the State pollution Controlled Board.  

Monitoring of AAQ (at 4 locations),   is being 

carried out regularly by third party and the 

values are well within the limits.  

 

(Data annexure -3) 

iv. Data on ambient air quality (RPM, SPM, SO2, NOx & CO) 
should be regularly submitted to the ministry including its 
regional office at Chennai and State Pollution Control 
Board/ Central Pollution Control Board once in six months. 

Monitoring of AAQ (at 4 locations) is being 

carried out regularly by third party and the 

values are well within the limits, are being 

submitted regularly to regional office , Chennai 

and APPCB.  

(Data annexure -3) 

v. Appropriate measures for control of fugitive emissions 
should be taken during drilling, Blasting operations, loading 
and transportation of material, etc. Fugitive dust emissions 
should be regularly monitored and data recorded properly. 
Water spraying arrangements on haul roads, loading and 
unloading points and transportation of materials, etc 
should be provided and properly maintained. 

Measures for control of fugitive dust emissions 

taken and water spraying is being done in haul 

roads, loading and unloading points. We have 

provided water sprinkling arrangements also. 

vi. Adequate measures should be taken for control of noise 
levels below 85 DBA in the work environment. Workers 
engaged in blasting and drilling operations, operations of 

Personnel engaged in blasting and drilling 

operations and HEMM operators are provided 



 

HEMM etc should be provided with ear plugs/muffs.  with ear plugs/muffs and are using. 

vii. Industrial waste water (work shop and waste water from 
the mines) should be properly collected, treated so as to 
conform to the standards prescribed under GSR 422(E) 
dated 19th May 1993 and 31st December 1993 or as 
amended from time to time.  Oil and grease trap should be 
installed before discharging of effluents from the workshop. 

No waste water is generated from mines. Oil and 

grease trap for auto garage is provided and 

being maintained. 

viii. Acid mine water, if any has to be treated and disposed of 
after conforming to the standards prescribed by the 
competent authorities. 

Not applicable 

ix. Personnel working in dusty areas should wear protective 
respiratory devices and they should also be provided with 
adequate training and information on safety and health 
aspects.                                                                  
Occupational health surveillance programme of the 
workers should be under taken periodically and corrective 
measures taken, if required. 

Personnel working in the dusty areas are 

provided with Protective respiratory devices 

and adequate training on safety and health 

aspects. Occupational health surveillance 

programme is being carried out periodically. 

 

x. An environment laboratory should be established with 
adequate no and type of pollution monitoring and 
analysis equipments in consultation with the State 
Pollution Control Board. 

Ambient air quality and noise levels are being 

monitored by third party agency.  

(Data annexure-3) 

(Data annexure -4) 

xi. A separate environment management cell with suitable 
qualified personnel should be set up under the control of 
a senior executive, who will report directly to the head of 
the organization. 

Environment management cell under the control of 

unit head is set up. 

(Data annexure -5) 

xii. The funds earmarked for environmental protection 
measures should be kept in separate account and not 
diverted for any other purpose. Year wise expenditure 
should be reported to the Ministry of Environment & 
Forests 

Separate account is being maintained and year 

wise expenditure is being reported to MOEF. 

xiii. The project authorities should inform to the regional 
office located at Bangalore regarding date of financial 
closure final approval of the project by the concerned 
authorities and the date of start of the land development 
work. 

Financial closure and final approval of the project 

is 27.10.2004 and accordingly informed 

xiv. The Regional office of the Ministry located at Chennai 
shall monitor compliance of the stipulated environmental 
conditions. The project authorities should extend full 
cooperation to the officers of the regional office by 
furnishing the requisite data/information/monitoring 
reports. 

We are extending full co operation to the officers 

and requisite data/information/ monitoring 

reports are furnished. 

xv. A copy of clearance letter should be marked to 
concerned panchayat / local NGO if any, from whom any 
suggestion/representation has been received by while 
processing the proposal. 

Copy marked/submitted to gram panchayat. 

xvi. The State Pollution Control Board should display a copy 
of clearance letter at the regional office, district industries 
cent and the Collectors’/ Tehsildar’s office for thirty days. 

Displayed. 

xvii. The project authorities should advertise in two local 
news papers widely circulated around the Projects, one 
of which should be in the vernacular language of the 
locality concerned within seven days of issuance of 
clearance letter informing that the project has been 
accorded environmental clearance and a copy of the 
clearance letter is available with the state Pollution 
Control board and may also be seen at web site of the 
Ministry of Environment & Forests at http://envfor.nic.in. 

Published in the following two news papers. 

1. Vartha – Telugu daily dated 26.03.2003 

2. Newstime, English Daily dated 26.03.2003  

 

           

http://envfor.nic.in/


 

      

 
 

ANNEXURE-1 

             
          EC: J-11015/4/2002-1A II-(M) dt: 20.03.2003 

Specific Condition ( i ) 
 

  
 

 
 
 

 
 
 

 
 
 

 
 

 

 

WASTE WATER STP INLET      WASTE WATER STP OUT LET 

Month TDS TSS COD BOD Month TDS TSS COD BOD 

     
Limit 2100 200 250 30 

OCT’19 1025 217 136 38.10 OCT’19 845 29.70 41.40 12.50 

NOV’19 1129 226 130 36.90 NOV’19 868 31.20 40.20 11.60 

DEC’19 1158 202 121 35.40 DEC’19 892 32.90 41.60 12.70 

JAN’20 1212 221 135 37.10 JAN’20 912 35.10 42.30 13.00 

FEB’20 1321 210 109 32.60 FEB’20 935 32.30 45.10 12.20 

MAR’20 1250 187 98.70 31.40 MAR’20 922 29.70 43.40 11.80 

Min 1025 187 99 31.40 Min 845 29.70 40.20 11.60 

Max 1321 226 136 38.10 Max 935 35.10 45.10 13.00 

AVG 1182.50 210.50 121.62 35.25 AVG 895.67 31.82 42.33 12.30 



 



 

 



 



 

 

 
                                                                                                                                ANNEXURE-3                                                                                                 
 
                           PARASAKTI CEMENT INDUSTRIES LIMITED,JETTIPALEM 
                   Minimum and Maximum Levels of Ambient Air Quality Data for Various Areas 
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Limit 100 100 100 100 100 Limit 60 60 60 60 60 

OCT’19 22.70 31.80 22.80 27.20 28.50 OCT’19 22.70 31.80 22.80 27.20 28.50 

NOV’19 24.70 29.30 26.10 28.00 30.20 NOV’19 24.70 29.30 26.10 28.00 30.20 

DEC’19 26.00 30.20 27.10 28.90 31.20 DEC’19 26.00 30.20 27.10 28.90 31.20 
JAN’20 25.30 28.50 28.20 30.30 32.60 JAN’20 25.30 28.50 28.20 30.30 32.60 

FEB’20 26.40 28.60 29.50 31.10 33.80 FEB’20 26.40 28.60 29.50 31.10 33.80 

MAR’20 23.90 25.10 25.20 23.70 27.60 MAR’20 23.90 25.10 25.20 23.70 27.60 

Min 22.70 25.10 22.80 23.70 27.60 Min 22.70 25.10 22.80 23.70 27.60 
Max 26.40 31.80 29.50 31.10 33.80 Max 26.40 31.80 29.50 31.10 33.80 

AVG 24.83 28.92 26.48 28.20 30.65 AVG 24.83 28.92 26.48 28.20 30.65 

SO2Near 

Month Mines office Haulage Road Security Gate Crushing Area Drilling point 

Limit 80 80 80 80 80 

OCT’19 14.20 15.30 14.70 13.90 16.20 

NOV’19 13.50 16.90 15.10 16.90 17.10 

DEC’19 13.70 16.80 15.80 17.40 17.80 

JAN’20 14.10 17.00 16.10 18.90 18.60 

FEB’20 15.10 16.20 17.90 19.60 19.30 

MAR’20 13.80 14.60 14.10 13.50 12.40 

Min 13.50 14.60 14.10 13.50 12.40 

Max 15.10 17.00 17.90 19.60 19.30 

AVG 14.07 16.13 15.62 16.70 16.90 
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NOX Near CMO 

Month 
Mines 
office 

Haulage 
Road 

Security 
Gate 

Crushing 
Area 

Drilling 
point Month 

Mines 
office 

Haulage 
Road 

Security 
Gate 

Crushing 
Area 

Drilling 
point 

Limit 80 80 80 80 80             

OCT’19 19.40 20.70 19.10 18.30 20.40 OCT’19 674 692 677 635 702 

NOV’19 17.10 21.60 20.20 21.60 23.40 NOV’19 629 735 660 659 729 

DEC’19 17.50 22.30 22.50 22.30 24.10 DEC’19 663 721 675 643 756 

JAN’20 18.20 24.10 23.60 24.00 25.90 JAN’20 680 735 700 686 769 

FEB’20 19.10 23.20 25.20 26.40 26.70 FEB’20 693 746 693 721 789 

MAR’20 17.50 19.20 20.40 19.50 18.10 MAR’20 648 695 661 675 731 

Min 17.10 19.20 19.10 18.30 18.10 Min 629 692 660 635 702 

Max 19.40 24.10 25.20 26.40 26.70 Max 693 746 700 721 789 

AVG 18.13 21.85 21.83 22.02 23.10 AVG 665 721 678 670 746 
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ONLINE AAQ AT MINES 

Month PM10                              PM2.5 

 
MIN MAX MIN MAX 

OCT’19 15.06 28.92 8.11 12.04 

NOV’19 14.10 45.29 7.31 17.28 

DEC’19 14.24 40.93 5.32 16.95 

JAN’20 19.68 89.72 12.55 24.48 

FEB’20 19.36 35.64 7.87 13.66 

MAR’20 10.79 22.36 6.62 16.65 

Min 10.79 22.36 5.32 12.04 

Max 19.68 89.72 12.55 24.48 

AVG 15.54 43.81 7.96 16.84 



 

                       

       
    

                                              
ANNEXURE-4 

 
              
               

 
             
       

            
  NOISE LEVELS 

Mines  office Drilling area Haulage Road Jattipalem (V) Sathrasala temple 

Month 
Day 
time 

Night 
Time 

Month 
Day 
time 

Night 
Time 

Month 
Day 
time 

Night 
Time 

Month 
Day 
time 

Night 
Time 

Month 
Day 
time 

Night 
Time 

Limit 75.00 70.00 Limit 75.00 70.00 Limit 75.00 70.00 Limit 55.00 45.00 Limit 55.00 45.00 

OCT’19 
67.30 63.80 

OCT’19 
72.20 66.40 

OCT’19 
65.50 62.70 

OCT’19 
52.40 40.70 

OCT’19 
51.80 39.60 

NOV’19 
63.90 57.10 

NOV’19 
73.10 68.20 

NOV’19 
67.90 63.10 

NOV’19 
53.60 41.90 

NOV’19 
52.90 38.60 

DEC’19 
62.10 54.30 

DEC’19 
72.10 67.10 

DEC’19 
65.30 62.40 

DEC’19 
52.10 42.90 

DEC’19 
51.60 36.50 

JAN’20 
61.60 53.60 

JAN’20 
73.60 65.20 

JAN’20 
64.30 60.90 

JAN’20 
51.20 41.70 

JAN’20 
50.30 38.90 

FEB’20 63.10 52.70 
 

FEB’20 74.20 66.30 
 

FEB’20 65.90 62.10 
 

FEB’20 52.30 42.30 
 

FEB’20 51.40 39.70 
 

MAR’20 
 

 
60.90 

 
49.60 

 
 

MAR’20 
 

 
67.40 

 
53.40 

 
 

MAR’20 
 

 
62.50 

 
49.80 

 
 

MAR’20 
 

 
48.20 

 
40.10 

 
 

MAR’20 
 

 
49.40 

 
38.60 

Min 
60.90 49.60 

Min 
67.40 53.40 

Min 
62.50 49.80 

Min 
48.20 40.10 

Min 
49.40 36.50 

Max 

67.30 63.80 
Max 

74.20 68.20 
Max 

67.90 63.10 
Max 

53.60 42.90 
Max 

52.90 39.70 

AVG 63.15 55.18 AVG 72.10 64.43 AVG 65.23 60.17 AVG 51.63 41.60 AVG 51.23 38.65 

               Water Analysis 
    

Month PH Temp 
Chlo
rine Solids 

Oil & 
Grease Cu Fe Zn Cr PO4 

  OCT’19 7.78 29.00 <5.0 52.4 <1.0 0.52 0.39 <5.0 <5.0 0.44 
    NOV’19 7.81 28.70 <5.0 50.1 <1.0 0.50 0.35 <5.0 <5.0 0.40 
    DEC’19 7.65 30.20 <5.0 50.9 <1.0 0.57 0.37 <5.0 <5.0 0.40 
    JAN’20 7.71 31.40 <5.0 51.6 <1.0 0.58 0.39 <5.0 <5.0 0.60 
    FEB’20 7.82 32.30 <5.0 52.9 <1.0 0.61 0.41 <5.0 <5.0 0.72 
    MAR’20 7.69 30.70 <5.0 44.5 <1.0 0.56 0.36 <5.0 <5.0 0.59 
    Min 7.65 28.70 <5.0 44.50 <1.0 0.50 0.35 <5.0 <5.0 0.40 
    Max 7.82 32.30 <5.0 52.90 <1.0 0.61 0.41 <5.0 <5.0 0.72 
    AVG 7.74 30.38 <5.0 50.40 <1.0 0.56 0.38 <5.0 <5.0 0.53 
    

               



 

 

 
  



 

 

  

 

   

   

   

   

   
 

  

  

  



 

 

 
 

  

  

  



 

 

               

                             



 



 

 



 

 



 

 



 

 



 



 

 

 
   



 

 



 

 



        PARASAKTI CEMENT INDUSTRIES LIMITED 

 

Compliance Statement Environmental Clearance for Captive Limestone Mines for the 

period of October-2019 to March-2020. 

 

COMPLIANCE  STATEMENT For EC CLEARENCE  issued by Government of India Ministry of 

Environment & Forests vide their letter No J-11015/570/2007-1A. II (M) dated 13.09.2007 for 

Expansion of Parasakti Limestone Mine (ML-I, area 180.09 ha) at Jettipalem, Rentachintala, Guntur, 

Andhra Pradesh By M/S Parasakti Cement Industries Ltd. 

 

A. Specific Conditions: 
 Description Compliance status  
i Environmental clearance is subject to obtaining clearance under 

the Wildlife (Protection) Act, 1972 from the competent authority.  
Clearance obtained 

ii Environmental clearance is subject to final order of the Hon’ble 
Supreme Court of India in the matter of Goa Foundation vs. Union 
of India in Civil Writ Petition No. 460 of 2004, as may be applicable 
to this project.  

Will be abided by the court order. 

iii Conceptual mining plan for every 5 years for the life of the mine 
shall be prepared and submitted to the Ministry within six months.  

Submitted. 

iv Wildlife Conservation plan shall be prepared in consultation with 
Chief Wildlife Warden / State Forest Department. Necessary 
allocation of fund for implementation of the same shall be made 
out from the project cost.  

Plan has been prepared and submitted to 

Principal Chief conservator of 

forests(WL) and chief wild life Warden, 

AP and deposited Rs 24 Lakhs, for eco-

development, the break-up of which is as 

under:  

Rs.18.27 lakhs towards Aforestation 

Scheme,  

Rs.0.96 lakhs towards Fodder 

development, and  

Rs.4.77 lakhs towards SMC Works).   

An amount of Rs 15 lakhs deposited 

towards conservation measures of flora & 

fauna, the break-up of which is as under: 

Rs.4.1763 lakhs towards Preferential 

treatment,  

Rs.5.8380 lakhs towards Aided Natural 

Regeneration,  

Rs.2.0986 lakhs towards Pasture Plots, 

Rs.1.6030 lakhs towards SMC Works, 

Rs.0.8890 lakhs towards Fire Protection 

Rs.0.4000 lakhs towards Saucer Pits 
v Water body shall be developed and utilized to develop pisciculture 

by organizing fishermen cooperative society with the land losers 
and specially the poorer section of the people as members of such 
society with initial financial assistance in the form of share money 
and managerial assistance so that the members themselves can 
run the affairs of the society in due course. The project proponent 
shall arrange marketing tie up so that the society gets fair price of 
their product and the profits are equitably shared by the members 
of the society as regular source of income.   

Will be organized before final closure of 

the mine. 

vi Action taken report on issues raised during public hearing shall be 
submitted to the Ministry and the State Govt. within six months. 

 Submitted.  

 

 



 

 
vii Occupational health and safety measures for the workers including 

training on malaria eradication, HIV, health effects on exposure to 
mineral dust etc. shall be carried out. The company shall engage a 
full time qualified doctor who is trained in occupational health 
surveillance. Records of the health of the workers shall be 
maintained.  

Periodical medical check up is being 

carried out and the records are being 

maintained. 

A dedicated medical officer with 

supporting staff and ambulance are 

available. 
viii Top soil / solid waste (if any) shall be stacked properly with proper 

slope with adequate safeguards and shall be backfilled for 
reclamation and rehabilitation of mined out area.  

Top soil is being used for green belt 

development. 

ix Over burden (if any) shall be stacked at earmarked dump site(s) 
only and shall not be kept active for long period. The maximum 
height of the dump shall not exceed 30 m, each stage shall 
preferably be of 10 m and overall slope of the dump shall not 
exceed 28º. The OB dump shall be backfilled. The OB dumps 
shall be scientifically vegetated with suitable native species to 
prevent erosion and surface run off. Monitoring and management 
of rehabilitated areas shall continue until the vegetation becomes 
self-sustaining. Compliance status shall be submitted to the 
Ministry of Environment & Forests on six monthly basis.   

There is no generation of overburden.  

x Garland drains shall be constructed to arrest silt and sediment 
flows form soil, and mineral dumps. The drains shall be regularly 
de-silted particularly after monsoon and maintained properly. 
Garland drain of appropriate size, gradient and length shall be 
constructed for both mine pit and for waste dump and sump 
capacity shall be designed keeping 50% safety margin over and 
above peak sudden rainfall (based on 50 years data) and 
maximum discharge in the area adjoining the mine site. Sump 
capacity shall also provide adequate retention period to allow 
proper setting of silt material sedimentation pits shall be 
constructed at the corners of the garland drains and de-silted at 
regular intervals.   

Garlands drains are provided to pit and 

sump capacity is designed according to 

the rainfall. Garland drains for waste 

dump is not applicable as no waste dumps 

in our mines. 

 

xi 
Drilling and blasting (if any) shall be conducted by using dust 
extractors / wet drilling.  

Drills are being operated with wet drilling 

xii Green belt development shall be carried out considering CPCB 
guidelines including selection of plant species and in consultation 
with the local DFO / Agriculture Department. Herbs and shrubs 
shall also form a part of afforestation programme besides tree 
plantation. Plantation shall be raised in 45.0 ha around the ML 
area, haul roads, OB dump sites etc. The density of the trees shall 
e around 2500 plants per ha. The company shall involve local 
people with the helf of self help group for planitation programme. 

Greenbelt development is being carried 

out considering CPCB guidelines by 

consulting local DFO/agriculture 

department. Plantation is being raised 

around ML area with a density of 2500 

plants per Ha. 

xiii  The project authority shall implement suitable conservation 
measures to augment ground water resources in the area in 
consultation with the Regional Director, Central Ground Water 
Board.  

Will implement conservation measures 

(Rain water harvesting arrangements, 

penetration pits, check dams etc) to 

augment ground water resources.  
xiv  Regular monitoring of ground water level and quality shall be 

carried out by establishing a network of existing wells and 
constructing new piezo meters during the mining operation. The 
monitoring shall be carried out four times in a year – pre-monsoon 
(April-May), monsoon (August), post-monsoon (November) and 
winter (January) and the data thus collected shall be regularly sent 
to MOEF, Central Ground Water Authority and Regional Director, 
Central Ground Water Board. 

Being monitored in seven bore wells 

around plant and mines once in three 

months and reports are submitted. 

xv  Prior permission from the competent authority shall be obtained for 
extraction of ground water, if any. 

Permission from competent authority 

obtained. 

 

 

 



 

 
xvi Vehicles used for transportation of ores and other mining 

operations shall have valid permissions as prescribed under 
Central Motor Vehicle Rules, 1989 and its amendments. 
Measures shall be taken for maintenance of vehicles used in 
mining operations and in transportation of ores. Transporting of 
shall be done covered with suitable enclosures so that no dust 
particles / fine matters escape during the course of 
transportation. No overloading of ores for transportation shall be 
undertaken.  

Being followed. 

xvii A final mine closure plan, along with details of Corpus Fund, shall 
be submitted to the Ministry of Environment & Forests, 5 years in 
advance of final mine closure for approval.  

Will be submitted before final closure of 

the mine. 

 

B. General Conditions: 
 Description Compliance status  

i No change in mining technology and scope of working shall be 
made without prior approval of the Ministry of Environment & 
Forests.  

No change in mining technology will made 

without prior approval  

ii No change in the calendar plan including excavation, quantum of 
mineral, limestone and waste shall be made.   

No change in plan will be made. 

iii Conservation measures for protection of flora and fauna in the 
core & buffer zone shall be drawn up in consultation with the local 
forest and wildlife department.  

As per the advice of Principal Conservator 

of Forests(WL), deposited Rs 15 lakhs 

towards conservation measures of flora & 

fauna, the break of which is under. 

An amount of Rs 15 lakhs deposited 

towards conservation measures of flora & 

fauna, the break-up of which is as under: 

Rs.4.1763 lakhs towards Preferential 

treatment,  

Rs.5.8380 lakhs towards Aided Natural 

Regeneration,  

Rs.2.0986 lakhs towards Pasture Plots, 

Rs.1.6030 lakhs towards SMC Works, 

Rs.0.8890 lakhs towards Fire Protection 

Rs.0.4000 lakhs towards Saucer Pits 
iv Four ambient air quality-monitoring stations shall be established in 

the core zone as well as in the buffer zone for RPM, SPM, SO2, 
NOx monitoring. Location of the stations should be decided based 
on the meteorological data, topographical features and 
environmentally and ecologically sensitive targets and frequency 
of monitoring should be undertaken in consultation with the State 
Pollution Control Board.  

Monitoring of AAQ (at 4 locations),   

is being carried out regularly by third 

party and the values are well with in 

the limits.  

 

(Data sheet Annexure -1) 
v Data on ambient air quality (RSPM, SPM, SO2, NOx) should be 

regularly submitted to the Ministry including its Regional office 
located at Chennai and the State Pollution Control Board / Central 
Pollution Control Board once in six months. 

Monitoring of AAQ (at 4 locations) is 

being carried out regularly by third 

party and the values are well within 

the limits, are being submitted  

regularly to regional office , Chennai 

and APPCB.  

(Data sheet Annexure -1) 
vi Fugitive dust emissions from all the sources shall be controlled 

regularly. Water spraying arrangement on haul roads, loading and 
unloading and at transfer points shall be provided and properly 
maintained.  

Measures for control of fugitive dust 

emissions are taken and water spraying is 

done in haul roads, loading and unloading 

points. We have provided water sprinkling 

arrangements also. 



 

 

vii Measures shall be taken for control of noise levels below 85 dBA 
in the works environment. Workers engaged in operations on 
HEMM, etc. shall be provided with earplugs / muffs. 

Measures are being taken for controlling 

the noise levels to below 85 dBA in the 

work environment. Persons who are 

engaged in blasting and drilling operations 

and HEMM operators being provided with 

ear plugs/muffs and are being used. 
viii Industrial waste water (workshop and waste water from the mine) 

should be properly collected, treated so as to conform to the 
standards prescribed under GSR 422 (E) dated 19 th May, 1993 
and 31st December, 1993 or as amended from time to time. Oil 
and grease trap shall be installed before discharge of workshop 
effluents.  

No waste water is generated from mines. 

Oil and grease trap for auto garage is 

provided and being maintained. 

ix Personnel working in dusty areas shall be provided with protective 
respiratory devices and they shall also be imparted adequate 
training and information on safety and health aspects.  

Protective respiratory devices have been 

provided and training has been given and 

occupational health surveillance of 

persons will be carried out periodically. 
x A separate Environmental Management Cell with suitable qualified 

personnel shall be set-up under the control of a Senior Executive, 
who will report directly to the Head of the Organization. 

Environment management cell  is set up 

under the control of Unit Head.                

( Annexure 2) 

xi The project authorities shall inform to the Regional Office of the 
Ministry located at Chennai regarding data of financial closures 
and final approval of the project by the concerned authorities and 
the date of start of land development work.  

Financial closure and final approval of the 

project is 03.08.2007 and accordingly 

informed.   

xii The funds earmarked for environmental protection measures shall 
be kept in separate account and shall not be diverted for other 
purpose. Year wise expenditure shall be reported to the Ministry 
and its Regional Office located at Bangalore.  

Funds are allocated for environment 

management and separate account is 

maintained. 

xiii The project authorities shall inform to the Regional Office located 
at Chennai regarding date of financial closures and final approval 
of the project by the concern authorities and the date of start of 
land development work.  

Financial closure and final approval of the 

project is 03.08.2007 and accordingly 

informed.   

xiv The Regional Office of the Ministry located at Chennai shall 
monitor compliance of the stipulated conditions. The project 
authorities shall extend full cooperation to the officer(s) of the 
Regional Office by furnishing the requisite data / information / 
monitoring reports.  

We are extending full cooperation and to 

the officers and requisite 

data/information/ monitoring reports will 

be furnished. 

xv A copy of clearance letter shall be marked to concerned 
Panchayat / local NGO, if any, from whom suggestion / 
representation has been received while processing the proposal.  

Copy marked/submitted to gram 

panchayat. 

xvi State Pollution Control Board should display a copy of the 
clearance letter at the Regional office, District Industry Centre and 
Collector’s office / Tehsildar’s Office for 30 days.  

Displayed. 

xvii The project authorities shall advertise at least in two local 
newspapers widely circulated, one of which shall be in the 
vernacular language of the locality concerned, within 7 days of the 
issue of the clearance letter informing that the project has been 
accorded environmental clearance and a copy of the clearance 
letter is available with the State Pollution Control Board and also at 
web site of the Ministry of Environment and Forests at 
http://envfor.nic.in and a copy of the same shall be forwarded to 
the Regional Office of the Ministry located Chennai.  

Published in the following two news 

papers. 

1. Eenadu dated: 19th sep. 2007. 

2. The Hindu, dated: 19th sep.2007. 

 

 
 

http://envfor.nic.in/
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PARASAKTI CEMENT INDUSTRIES LIMITED,JETTIPALEM 

Minimum and Maximum Levels of Ambient Air Quality Data for Various Areas 
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NOX Near CMO 

Month 
Mines 
office 

Haulage 
Road 

Security 
Gate 

Crushing 
Area 

Drilling 
point Month 

Mines 
office 

Haulage 
Road 

Security 
Gate 

Crushing 
Area 

Drilling 
point 

Limit 80 80 80 80 80             

OCT’19 19.40 20.70 19.10 18.30 20.40 OCT’19 674 692 677 635 702 

NOV’19 17.10 21.60 20.20 21.60 23.40 NOV’19 629 735 660 659 729 

DEC’19 17.50 22.30 22.50 22.30 24.10 DEC’19 663 721 675 643 756 

JAN’20 18.20 24.10 23.60 24.00 25.90 JAN’20 680 735 700 686 769 

FEB’20 19.10 23.20 25.20 26.40 26.70 FEB’20 693 746 693 721 789 

MAR’20 17.50 19.20 20.40 19.50 18.10 MAR’20 648 695 661 675 731 

Min  17.10 19.20 19.10 18.30 18.10 Min  629 692 660 635 702 

Max 19.40 24.10 25.20 26.40 26.70 Max 693 746 700 721 789 

AVG 18.13 21.85 21.83 22.02 23.10 AVG 665 721 678 670 746 
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ONLINE AAQ AT MINES 

 
Month PM10                              PM2.5 

  
MIN MAX MIN MAX 

 
OCT’19 15.06 28.92 8.11 12.04 

 
NOV’19 14.10 45.29 7.31 17.28 

 
DEC’19 14.24 40.93 5.32 16.95 

 
JAN’20 19.68 89.72 12.55 24.48 

 
FEB’20 19.36 35.64 7.87 13.66 

 
MAR’20 10.79 22.36 6.62 16.65 

 
Min 10.79 22.36 5.32 12.04 

 
Max 19.68 89.72 12.55 24.48 

 AVG 15.54 43.81 7.96 16.84 
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NOISE LEVELS 

Mines  office Drilling area Haulage Road  Jattipalem (V) Sathrasala temple 
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Limit 75.00 70.00 Limit 75.00 70.00 Limit 75.00 70.00 Limit 55.00 45.00 Limit 55.00   45.00 

OCT’19 67.30 63.80 OCT’19 72.20 66.40 OCT’19 65.50 62.70 OCT’19 52.40 40.70 OCT’19 51.80 39.60 

NOV’19 63.90 57.10 NOV’19 73.10 68.20 NOV’19 67.90 63.10 NOV’19 53.60 41.90 NOV’19 52.90 38.60 

DEC’19 62.10 54.30 DEC’19 72.10 67.10 DEC’19 65.30 62.40 DEC’19 52.10 42.90 DEC’19 51.60 36.50 

JAN’20 61.60 53.60 JAN’20 73.60 65.20 JAN’20 64.30 60.90 JAN’20 51.20 41.70 JAN’20 50.30 38.90 

FEB’20 63.10 52.70 FEB’20 74.20 66.30 FEB’20 65.90 62.10 FEB’20 52.30 42.30 FEB’20 51.40 39.70 

MAR’20 60.90 49.60 MAR’20 67.40 53.40 MAR’20 62.50 49.80 MAR’20 48.20 40.10 MAR’20 49.40 38.60 

Min  60.90 49.60 Min  67.40 53.40 Min  62.50 49.80 Min  48.20 40.10 Min  49.40 36.50 

Max 67.30 63.80 Max 74.20 68.20 Max 67.90 63.10 Max 53.60 42.90 Max 52.90 39.70 

AVG 63.15 55.18 AVG 72.10 64.43 AVG 65.23 60.17 AVG 51.63 41.60 AVG 51.23 38.65 

               
Water Analysis 

   

Month PH Temp Chlorine Solids 

Oil & 
Grea
se Cu Fe Zn Cr PO4 

    OCT’19 7.78 29.00 <5.0 52.4 <1.0 0.52 0.39 <5.0 <5.0 0.44 
    NOV’19 7.81 28.70 <5.0 50.1 <1.0 0.50 0.35 <5.0 <5.0 0.40 
    DEC’19 7.65 30.20 <5.0 50.9 <1.0 0.57 0.37 <5.0 <5.0 0.40 
    JAN’20 7.71 31.40 <5.0 51.6 <1.0 0.58 0.39 <5.0 <5.0 0.60 
    FEB’20 7.82 32.30 <5.0 52.9 <1.0 0.61 0.41 <5.0 <5.0 0.72 
    MAR’20 7.69 30.70 <5.0 44.5 <1.0 0.56 0.36 <5.0 <5.0 0.59 
    Min  7.65 28.70 <5.0 44.50 <1.0 0.50 0.35 <5.0 <5.0 0.40 
    Max 7.82 32.30 <5.0 52.90 <1.0 0.61 0.41 <5.0 <5.0 0.72 
    AVG 7.74 30.38 <5.0 50.40 <1.0 0.56 0.38 <5.0 <5.0 0.53 
     





 
 

 



 



 



 



 



 



 



 



 



 



 



 



                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                   

PARASAKTI CEMENT INDUSTRIES LIMITED 

 

October’2019 to March’2020                                                                                                                                                                                                                                
 

COMPLIANCE STATEMENT For EC CLEARENCE issued by Government of India Ministry of Environment & 

Forests letter No J-11015/571/2007-1A. II (M) dated 11.09.2007 of Parasakti Limestone Mine (ML-I1, 

area 132.27 ha) at Jettipalem, Rentachintala, Guntur, Andhra Pradesh By M/S Parasakti Cement 

Industries Ltd. 

 

*** 

       

 

 

 

Mining Activity not yet started. (Agreed to comply)                             

 


